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This product should be applied to a clean and dry surface. The above figures represent average values. The 
selection of a tape is the responsibility of the buyer. Tape should be stored at room temperature and should not 
be exposed to sunlight. We reserve the right to make changes without notice to our product and specifications.

HOOK & LOOP  
ADHESIVE TAPE

ADHESIVE BACKED 
MAGNETIC TAPE

ABOUT THE PRODUCT: 
Hook & Loop tapes have an acrylic pressure 
sensitive adhesive for high performance. The 
Hook and Loop tapes are compatible allowing 
repositioning of products in a variety of 
applications. The products have a superior bond 
strength and are recommended for use where 
stitching and welding is not applicable. Great 
for use in sticking posters up / affixing items 
into position / furniture covers and automobile 
upholstery.  
Commonly used by the events, signs & banners, 
advertising and the automotive industries.
Also available: 22mm White Adhesive Hook & Loop 
Dots – 1000 per roll
* Die-Cuts and other widths available firm order 
* Please note that Hook & Loop are sold separately
FEATURES:
• Easy to use application
• Good tack achieving full bond strength in 24hrs
• Temporary bond that can re-attach many times
• Maintenance free
SPECIFICATIONS:

Roll Width (mm) 20,25
Roll Length (M) 25
Colours  Black or White

ABOUT THE PRODUCT:  
Premium A&B magnetic tape available in two 
thicknesses and a variety of widths. Laminated 
with 3M double sided tape, the product is ideal 
for adhering signage, displays, warehouse 
racking and vehicle signage.  
Used extensively in the signage & display and 
aluminium window & door industries.
FEATURES: 
•  Laminated with high quality 3M 9448
•  Excellent adhesion to most metals
•  Can be easily cut to size with scissors or 

stanley knife
•  Ideally suited for applications where a strong 

but removable bond is required
• 20mm is self matching
SPECIFICATIONS:
Product Width Thickness Length
Code (mm) (mm) (M)
A908-A/B 20 0.8 30
A915-12 A and B 12 1.5 30
A915-20-A/B 20 1.5 30
A915-25 A and B 25 1.5 30


